
 

Globe valve, steel – PN160 
Globe valve, rising stem, flanged type, body/bonnet: A216WCB, seat: 13Cr, T max=425 °C 
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Globe valve, steel – PN160 
 

1.Design and production: DIN 3356/ SR EN 13709:2010 
2. Face to face dimensions: DIN 3201-F1/ EN 558:2015 
3. Flanges connection: EN 1092-1:2007  
4. Pressure-temperature rating: ASME B16.34 /DIN 2401  
5.Tests acc. to: API 598 / EN 12226  

 

 

18 Lock nut AISI 1035 

16 Hand wheel Carbon steel 

15 Stem nut ZCuAl10Fe3 

14 Gland screw A194 2H 

13 Gland nut A193 B7 

12 Bolt AISI 1045 

11 Gland flange A216WCB 

10 Gland A182 F6 

9 Packing Graphite 

8 Bonnet A216WCB 

6+7 Screw+ 
Nut bonnet 
 

A194 2H,   

A193 B 

5 Gasket SS304+Graphite 

4 Stem A182 F6 

3 Disc nut A182 F6 

2 Disc A105+13Cr 

1 Body A216WCB+13Cr 
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Globe valve, steel – PN160 
 

DN General dimensions Flanges dimensions 

mm L H W D k d4 b z-d1 

15 210 - - 105 75 45 20 4 - Ø 14 

20 190 - - 130 90 58 22 4 - Ø 18 

25 210 - - 140 100 68 24 4 - Ø 18 

50 300 - - 195 145 102 30 4 - Ø 26 

 
 
 
 

 

http://code-industry.net/
http://code-industry.net/

