
 REF. 619 

BRASS COMBIVALVE WITH BUILT-IN Y STRAINER FEMALE BSP 

                                                                                                                                         

 
Brass combi valve with built-in Y strainer for heat pump networks, watering and water distribution. 
Short length and easy maintenance. 
Mesh 500µ wit AISI 304 stainless steel filter. 
EPDM O-ring on stem and NBR gasket on the plug. 

 

 

 

 
 

 

 

 

 

 

 
 

 

 

 

 

 

Size : DN1/2" to DN1"1/4 

Connection : Female BSP 

Min Temperature : -10°C 

Max Temperature : +110°C 

Max Pressure : 16 Bars 

Specifications : Anti blow-out stem 

 Removable stainless steel filter 

 Mesh 500µ (5/10°) 

  

Materials : Brass EN 12165-CW617N body 
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SPECIFICATIONS : 
 
 
 

• Removable stainless steel filter  

• Anti blow-out stem 

• Solid ball 

• Mesh 5/10° mm ( 500 microns ) 

• Aluminium butterfly handle 

• Horizontal or vertical descendant positions (respect the flow direction indicated by the arrow ) 
 
 
 
USE : 
 
 
 

• Heat pumps 

• Water distribution and watering 

• MinTemperature  Ts : - 10°C 

• Max Temperature Ts :+ 110°C 

• Max Pressure Ps : 16 bars ( see graph ) 
 
 
 
FLOW COEFFICIENT Kvs ( M3 / h ) : 
 
 
 

DN 1/2" 3/4" 1" 1"1/4 

Kvs ( m3/h ) 1.75 1.89 1.93 1.95 

 
 
 
 PRESSURE / TEMPERATURE GRAPH : 
 
 

PRESSURE 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
RANGE : 

 
 

• Combi valve with built-in Y strainer Female / Female threaded cylindrical BSP with red butterfly handle Ref. 619 DN 1/2" to 1"1/4 
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MATERIALS: 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Item Designation Materials 

1 Gasket NBR 

2 Body Brass CW 617 N according to EN 12165 

3 Filter AISI 304 

4 Seat PTFE 

5 Ball Chromed brass CW 617 N according to EN 12165 

6 End Brass CW 617 N according to EN 12165 

7 Stem Brass CW 614 N according to EN 12164 

8 Stem O ring EPDM 

9 Nut Steel UNI 5739 

10 Butterfly handle Aluminium UNI 5076-74 

11 End Brass CW 617 N according to EN 12165 

12 Plug Brass CW 617 N according to EN 12165 
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SIZE ( in mm ) : 
 

 

 

 

 

 

 

 

 

 

 

Filter size : 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DN 1/2" 3/4" 1" 1"1/4 

Ø P 15 20 25 25 

L 98 120 148 148 

L1 10.5 12.5 16 13.5 

L2 50 50 60 60 

H 43 51 57.2 57.2 

H2 38.5 42 53.3 53.3 

CH 24 30 38 46 

B 73.5 91 112.5 112.5 

A 24.5 29 35.5 35.5 

Ø D 20 25 31 31 

H1 32 39 46 46 

Weight (in Kg) 0.36 0.595 0.92 0.96 

Ref. 619004 619005 619006 619007 
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STANDARDS : 
 

 

 

• Manufacturer certified ISO 9001 :2015 
 

 

• DIRECTIVE 2014/68/EU : Products excluded from directive ( Article 1, § 2b ) 
 
 

• Threaded female BSP cylindrical ends according to UNI ISO 228-1 
 
 

 
INSTALLATION POSITIONS  : 

 

 

 

 
Vertical position ( descendand fluid )      Horizontal position 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


