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Size : 
Ends : 

Min Temperature : 
Max Temperature : 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
DN 1/2“ to 2“ 
Threaded BSP 
- 20°C 
+ 300°C 

Max Pressure : 16 Bars
Specifications : Axial movement 

 External protection 
 
 

Internal liner 

                                                                Materials :    Steel fittings 
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SPECIFICATIONS : 
 
 

 Axial movement 
 Respect the flow direction indicated by the arrow 
 Horizontal or vertical position 
 External protection 
 Internal liner 
 Threaded BSP ends 

 
 
USE : 
 
 

 For common fluids 
 Min Temperature Ts : - 20°C 
 Max Temperature Ts :+ 300°C 
 Max Pressure Ps : 16 bars ( see graph ) 
 Axial movement only 

 
 
PRESSURE / TEMPERATURE GRAPH ( STEAM EXCLUDED ) : 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
RANGE : 
 
 

 Threaded BSP ends from DN 1/2“ to DN 2“ 
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MATERIALS : 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Item Designation Materials 

1 Ends Steel St 37.2 

2 Bellow SS 316 Ti 

3 External protection Aluminium 

4 Internal liner Steel St 37.2 

5 Pin Steel St 37.2 
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SIZE ( in mm ) : 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Ref. DN 1/2“ 3/4“ 1“ 1“1/4 1“1/2 2“ 

 L 240 240 265 300 300 300 

1551 Ø D1 38 38 48.3 60.3 75 75 

 Weight ( Kg ) 0.73 0.66 0.96 1.7 2.99 2.55 
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MOVEMENTS ( in mm ) : 
 
 
 

DN 1/2“ 3/4“ 1“ 1“1/4 1“1/2 2“ 

Axial 
Movement 

± 25 ± 25 ± 25 ± 25 ± 25 ± 25 

 
 
 
 
 
 

STANDARDS : 
 
 
 

 Fabrication according to ISO 9001 : 2015 
 
 
 DIRECTIVE 2014/68/EU : CE N°  0408 

Risk category II Module A2- C2 
 
 
 Threaded ends BSP cylindrical according to EN 10226-1 Rp 
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INSTALLATION INSTRUCTION : 
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INSTALLATION INSTRUCTION : 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


