
PVC-U FITTINGS 

FEATURES 

PVC pressure connections are use to connect  pipes in 

applications such as water systems, irrigation, water 

treatment, the chemical industry, the food industry, etc. 

The PVC-uH used for our fittings is allowed for 

applications with edible fluids according to the French 

sanitary conformity attestation (ACS). 

AVAILABLE VERSIONS 

PVC-uH (non-plastified vinyl polychloride) fittings with 

MRS >25 Mpa (ISO 1167-ISO DIS9080) 

Gaskets: EPDM (ethylene-propylene elastomer), other 

materials upon request.  

Fittings are available for gluing on both sides in metric or combined series, one side to glue on and one side to 

screw on. 

STANDARDS 

Fittings according to the ISO 727, DIN 8063, UNI 7442/75, NFT 54/028 EN 1452 standards, and to the BS21 

standards for the BSP threaded fittings. 

WORKING PRESSURE 

The maximum  working pressure is 16 bar (227.6 PSI) for a temperature between -20°C and +25°C. Beyond 25°C, 

the working pressure drops linearly down to 4 bar (56.9 PSI) at +60°C 

PHYSICAL PROPERTIES OF THE RIGID PVC-uH 

Features Unit Values Standard Ref. Features Unit Values Standard Ref. 

Density Gr/dm3 01:39 ISO 1183: Modulus of elasticity MPa 3000 ISO 527: 

Vicat 5 Kg °C 77 ISO 306: Ashes % =<3 UNI 7449/75 

Traction resilience KJ/m2 513 ISO 527: Shore D hardness - 80 ISO 688: 

Stress to breaking MPa 49 ISO 527: Conduct. Therm. 23°C W/mK 0.13-0.19 ASTM C 177 

Breaking elongation % 120 ISO 527: Transverse resistivity /cm2 5.1015 ASTM D 257 

Stress at threshold MPa 46 ISO 527: Flammability M1 

ISO 

9001 
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PVC-U FITTINGS 

ELBOW AT 90° 

ELBOW AT 45° 

d L Z E Weight (g) WP 

16 14 9 23 13 16 

20 16 11 27 20 16 

25 19 13 33 35 16 

32 22 17 41 60 16 

40 26 22 50 90 16 

50 30 26 60 135 16 

63 38 32 74 220 16 

75 45 39 89 375 16 

90 51 46 105 600 16 

110 61 56 130 1050 16 

125 72 63 145 1350 16 

140 79 73 164 2000 16 

160 89 81 187 3200 16 

200 106 102 230 5850 10 

225 119 114 257 7500 10 

250 132 185 285 12480 10 

280 143 216 318 17000 10 

315 164 239 360 23370 10 

d L Z E Weight (g) WP 

16 14 6 23 10 16 

20 17 4 28 17 16 

25 19 7 33 30 16 

32 22 8 41 47 16 

40 26 10 50 77 16 

50 32 11 62 115 16 

63 37 14 75 154 16 

75 43 17 88 310 16 

90 51 22 106 451 16 

110 61 24 128 835 16 

125 69 27 145 1080 16 

140 77 30 163 1640 16 

160 87 35 185 2100 16 

200 106 42 232 5000 10 

225 119 48 258 6200 10 

250 131 57 288 7700 10 

280 147 59 322 10460 10 

315 165 66 360 15500 10 

C90CC 

C45CC 
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PVC-U FITTINGS 

T-SQUARE EQUAL TO 90° 

3-PART° UNION FITTING 

OR =  EPDM union rings (as standard) 

d L Z E Weight (g) WP 

16 14 9 23 15 16 

20 17 11 27 25 16 

25 19 14 33 44 16 

32 22 18 42 75 16 

40 26 21 51 120 16 

50 31 26 62 172 16 

63 38 33 76 300 16 

75 44 39 89 495 16 

90 51 47 106 790 16 

110 61 56 130 1452 16 

125 72 64 145 2100 16 

140 79 72 162 2550 16 

160 89 81 188 4100 16 

200 106 101 232 7362 10 

225 119 114 258 9700 10 

250 131 128 287 13250 10 

280 147 143 318 17840 10 

315 165 166 359 25300 10 

d Z1 Z2 F L E Weight (g) WP 

16 3 10 3/4˝ 14 34 30 16 

20 3 10 1˝ 16 42 42 16 

25 3 10 1˝1/4 19 52 70 16 

32 3 10 1˝1/2 22 59 97 16 

40 3 12 2" 26 72 115 16 

50 3 14 2˝1/4 31 79 216 16 

63 3 18 2˝1/2 38 96 350 16 

75 3 18 3˝1/2 44 119 580 10 

90 5 18 4˝ 51 134 760 10 

110 5 18 5˝ 61 163 1340 10 

TECC 

U3PCC 
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PVC-U FITTINGS 

T-SQUARE REDUCED TO 90° 

T-SQUARE EQUAL TO 45° 

d x d1 L1 L2 Z1 Z2 E1 E2 Weight (g) WP 

20 x 16 16 13 11 11 28 23 26 16 

25 x 16 19 14 14 14 33 23 40 16 

25 x 20 19 16 14 14 34 28 42 16 

32 x 16 23 16 18 18 42 23 68 16 

32x/20 23 16 18 18 42 28 69 16 

32 x 25 23 19 18 18 42 34 70 16 

40 x 20 27 16 21 21 50 28 105 16 

40 x 25 26 19 21 21 51 34 107 16 

40 x 32 27 22 21 21 50 42 112 16 

50 x 20 31 15 26 26 61 28 155 16 

50 x 25 31 19 26 26 61 34 157 16 

50 x 32 31 22 26 26 61 42 162 16 

50 x 40 31 26 26 26 61 51 168 16 

63 x 25 38 19 33 33 74 34 270 16 

63 x 32 38 22 33 33 74 42 275 16 

63 x 40 38 26 33 33 74 51 277 16 

63 x 50 38 31 33 33 74 60 296 16 

75 x 40 45 26 39 39 90 51 465 10 

75 x 50 45 31 39 39 90 61 465 10 

75 x 63 45 38 39 39 90 74 478 10 

90 x 50 51 31 47 47 106 61 703 10 

90 x 63 51 39 47 47 106 75 713 10 

90 x 75 51 43 47 47 106 90 730 10 

110 x 50 61 31 56 56 130 61 1250 10 

110 x 63 61 34 56 56 130 75 1318 10 

110 x 75 61 44 56 56 130 90 1260 10 

110 x 90 61 51 56 56 130 106 1295 10 

d L Z1 Z2 Weight (g) WP 

20 16 7 29 36 16 

25 19 7 36 59 16 

32 22 8 44 103 16 

40 26 10 54 125 16 

50 31 12 65 254 16 

63 38 14 80 420 16 

TERCC 

TE45CC 

http://code-industry.net/


PVC-U FITTINGS 

TAPPED COLLAR (for 3-part union fitting) 

COUPLING 

G D D1 L Z H Weight (g) WP 

3/8" 24 22 15.9 4.5 3 10 16 

1/2" 30.1 27.5 20.0 5 3 10 16 

3/4" 38.8 36 21.3 5 3 20 16 

1" 44.7 41.5 24.6 5.5 3 40 16 

1" 1/4 56.5 53 26.9 5.5 3 70 16 

1" 1/2 62.6 59 26.9 5.5 3 100 16 

2" 78.3 74 31.2 5.5 3 150 16 

2" 1/2 97.2 92.5 47 9 3 200 10 

d L Z E Weight (g) WP 

16 14 3 23 9 16 

20 16 4 26 15 16 

25 19 4 33 23 16 

32 22 4 41 36 16 

40 26 3 51 60 16 

50 31 5 60 85 16 

63 38 4 74 145 16 

75 43 6 88 218 16 

90 50 7 105 348 16 

110 61 5 128 605 16 

125 69 7 145 840 16 

140 76 11 161 1100 16 

160 86 8 182 1400 16 

200 106 14 230 2600 10 

225 118 14 247 4100 10 

250 133 10 286 6000 10 

280 147 10 318 7630 10 

315 167 13 354 9780 10 

CU3PCT 

MCC 
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PVC-U FITTINGS 

TAPPED COUPLING WITH REINFORCING RING 

Stainless steel reinforcing ring 

ADAPTER END 

d x G L1 L2 E Z Weight (g) WP 

20 x 1/2˝ 16 15 28 4 22 16 

25 x 3/4˝ 19 16 34 6 33 16 

32 x 1˝ 22 19 42 6 50 16 

40 x 1 1/4˝ 27 21 51 8 76 16 

50 x 1 1/2˝ 32 21 61 13 115 16 

63 x 2˝ 39 26 75 15 189 16 

d1 x d2 x G L1 L2 L3 H O Weight (g) WP 

20 x 16 x 3/8˝ 14 16 11 40 24 10 16 

20 x 16 x 1/2˝ 14 16 15 43 24 11 16 

25 x 20 x 3/8˝ 16 19 11 43 30 15 16 

25 x 20 x 1/2˝ 16 19 15 46 30 16 16 

25 x 20 x 3/4˝ 16 19 16 47 30 18 16 

32 x 25 x 1/2˝ 19 22 15 49 36 25 16 

32 x 25 x 3/4˝ 19 22 16 50 36 26 16 

32 x 25 x 1˝ 19 22 19 53 36 28 16 

40 x 32 x 3/4˝ 22 26 16 54 46 42 16 

40 x 32 x 1/2˝ 22 26 15 53 46 39 16 

40 x 32 x 1˝ 22 26 19 57 46 42 16 

40 x 32 x 1 1/4˝ 22 26 21 60 46 45 16 

50 x 40 x 1˝ 26 31 19 64 55 71 16 

50 x 40 x 1 1/4˝ 26 31 21 67 55 72 16 

50 x 40 x 1 1/2˝ 26 31 21 67 55 70 16 

63 x 50 x 1 1/4˝ 31 38 21 74 65 115 16 

63 x 50 x 1 1/2˝ 31 38 21 74 65 113 16 

63 x 50 x 2˝ 31 38 26 78 65 120 16 

75 x 63 x 1 1/2˝ 38 44 21 80 80 182 16 

75 x 63 x 2˝ 38 44 26 84 80 181 16 

75 x 63 x 2 1/2˝ 38 44 30 91 80 188 16 

90 x 75 x 2˝ 44 52 26 94 95 270 16 

90 x 75 x 2 1/2˝ 44 52 30 99 95 280 16 

90 x 75 x 3˝ 44 52 33 102 95 292 16 

110 x 90 x 4˝ 51 61 39 118 115 485 16 

125 x 110 x 5˝ 61 66 39 120 130 510 16 

MRCM 

EACM 
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PVC-U FITTINGS 

THREADED NIPPLE 

SPLINED END 

G L H O Weight (g) WP 

1/2˝ 11 42 24 9 16 

3/4˝ 15 42 30 11 16 

1˝ 16 50 36 18 16 

1 1/4˝ 19 58 47 28 16 

1 1/2˝ 21 58 50 46 16 

2˝ 21 66 65 105 16 

3˝ 30 85 95 225 10 

4˝ 33 97 120 350 10 

d1 d2 L H O Weight (g) WP 

16 16 x 18 14 66 19 14 16 

20 20 x 22 16 70 24 20 16 

25 25 x 27 19 79 30 30 16 

32 30 x 32 22 83 36 47 16 

40 40 x 42 26 96 46 72 16 

50 50 x 52 31 108 55 135 16 

63 60 x 64 38 130 65 208 16 

MECT 

ECCC 
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PVC-U FITTINGS 

STRIARED SURFACE COLLAR FOR FLANGES 

CAP 

DN d L d1 Z S E Weight (g) WP 

15 20 16 27 3 6 34 10 16 

20 25 19.5 32 3.5 7 41 16 16 

25 32 22.5 41 3.5 7 50 25 16 

32 40 26 50 3 8 61 41 16 

40 50 32 61 3.5 8 73 60 16 

50 63 38.5 76 4 9 90 105 16 

65 75 44 90 4 10 106 160 16 

80 90 53 107 3.5 11 125 280 16 

100 110 62 130 4 12 150 445 16 

100 125 70 146 5 12 168 540 16 

125 140 77 165 8 13 188 740 16 

150 160 87 185 6 13 214 1000 16 

200 200 106 232 7 18 254 2000 10 

200 225 119 248 8 19 274 1700 10 

250 250 131 271 8 20 305 2300 10 

250 280 147 307 15 32 322 3650 10 

300 315 165 346 16 32 377 4950 10 

d L H E Weight (g) WP 

16 16 22 23 7 16 

20 16 30 27 10 16 

25 19 31 33 18 16 

32 23 36 41 30 16 

40 27 43 51 45 16 

50 33 49 61 65 16 

63 38 57 75 110 16 

75 45 67 88 208 16 

90 52 81 105 325 16 

110 63 97 128 500 16 

125 69 99 145 670 16 

140 77 107 161 920 16 

160 87 126 182 1120 16 

200 106 166 231 1680 10 

CJPCC 

BCC 
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PVC-U FITTINGS 

SINGLE REDUCTION 

d1 / d2 L1 L2 Z fig. Weight (g) WP 

20 x 16 16 14 2 A 3 16 

25 x 16 19 14 2.5 B 10 16 

25 x 20 19 16 3 A 6 16 

32 x 16 22 14 8 B 15 16 

32 x 20 22 16 5 B 15 16 

32 x 25 22 19 3 A 10 16 

40 x 20 26 16 10 B 25 16 

40 x 25 26 19 8 B 30 16 

40 x 32 26 22 4 A 16 16 

50 x 25 31 19 12 B 45 16 

50 x 32 31 22 8 B 40 16 

50 x 40 31 26 6 A 30 16 

63 x 32 39 22 6 B 83 16 

63 x 40 39 26 11 B 78 16 

63 x 50 39 31 6 A 62 16 

75 x 40 44 26 18 B 120 16 

75 x 50 44 31 13 B 122 16 

75 x 63 44 38 6 A 80 16 

90 x 50 51 31 20 B 210 16 

90 x 63 53 38 15 B 195 16 

90 x 75 53 44 8 A 140 16 

110 x 63 63 38 23 B 372 16 

110 x 75 61 44 17 B 370 16 

110 x 90 61 51 9 A 275 16 

125 x 75 70 44 24 B 412 16 

125 x 90 70 51 18 B 450 16 

125 x 110 70 61 7 A 260 16 

140 x 90 77 51 25 B 550 16 

140 x 110 77 61 14 B 510 16 

140 x 125 77 69 7 A 320 16 

160 x 90 89 61 32 B 820 16 

160 x 110 89 61 26 B 820 16 

160 x 125 89 69 17 B 725 16 

160 x 140 89 76 11 A 555 16 

200 x 160 107 86 21 A 710 16 

225 x 160 120 86 34 B 1700 10 

225 x 200 120 106 14 A 1360 10 

250 x 160 132 87 45 B 3050 10 

250 x 200 135 97 28 A 3500 10 

250 x 225 135 107 14 A 2150 10 

280 x 225 148 119 28 B 2630 10 

280 x 250 148 119 15 A 2630 10 

315 x 200 166 107 59 B 8650 10 

315 x 225 166 120 45 B 8100 10 

315 x 250 166 132 18 A 5080 10 

RSCC 
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PVC-U FITTINGS 

DOUBLE REDUCTION 

d2 x d1 x d3 L1 L2 Z E Weight (g) WP 

20 x 25 x 16 16 14 6 23 15 16 

20 x 25 x 20 16 16 6 28 17 16 

25 x 32 x 16 19 14 6 23 21 16 

25 x 32 x 20 19 16 6 28 25 16 

25 x 32 x 25 19 19 6 33 28 16 

32 x 40 x 20 22 16 6 28 31 16 

32 x 40 x 25 22 19 6 33 35 16 

32 x 40 x 32 22 22 6 41 38 16 

40 x 50 x 20 26 16 6 28 54 16 

40 x 50 x 25 26 19 10 33 68 16 

40 x 50 x 32 26 22 10 41 75 16 

40 x 50 x 40 26 26 10 50 75 16 

50 x 63 x 32 31 22 12 41 100 16 

50 x 63 x 40 31 26 12 50 110 16 

50 x 63 x 50 31 31 12 60.5 110 16 

63 x 75 x 40 38 26 17.2 50 140 16 

63 x 75 x 50 38 31 12.3 60.5 130 16 

63 x 75 x 63 38 38 3 75 140 16 

75 x 90 x 50 44 26 22.5 50 270 16 

75 x 90 x 63 44 31 17.5 60.5 295 16 

75 x 90 x 75 44 38 11.1 75 320 16 

90 x 110 x 50 51 31 28 60.5 470 16 

90 x 110 x 63 51 38 21.5 75 500 16 

90 x 110 x 75 51 44 15.7 88 525 16 

90 x 110 x 90 51 51 5 106 550 16 

110 x 125 x 63 61 38 27.5 75 500 16 

110 x 125 x 75 61 44 22.8 88 520 16 

110 x 125 x 90 61 51 17 106 530 16 

110 x 125 x 110 61 61 5 129 610 16 

125 x 140 x 90 69 51 23.8 106 575 16 

125 x 140 x 110 69 61 16.8 129 580 16 

125 x 140 x 125 69 69 6 145 590 16 

140 x 160 x 110 76 61 18 129 905 16 

140 x 160 x 125 76 69 8 145 960 16 

160 x – x 140 86 76 8 164 1350 16 

RDCC 
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