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Concentric Wafer PVC-U butterfly valve to close or to set swimming pool networks, waterinf or water distribution. 
PVC-U body and disc, EPDM gaskets. 
Between flanges PN10 or PN16 according to the DN. 
Thanks to the ISO 5211 plate, an actuator can be installed on the valve. 

 

 

 

 

 

 
 

 

 

Size : DN65 to DN200 

Connection : Between flanges PN10/16 

Min Temperature : +0°C 

Max Temperature : +40°C 

Max Pressure : 10 Bars up to DN125 

Specifications : Handle 7 positions 

 Wafer type 

 ISO 5211 mounting pad 

  

  

Materials : PVC-U body 
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SPECIFICATIONS : 
 
 
 

• ISO 5211 mounting pad 

• Wafer type 

• Between flanges PN10/16 

• 7 positions lever without locking device 
 
 
 
USE : 
 
 
 

• Cold water and pool type 

• Min and max Temperature Ts : 0°C to + 40°C 

• Max Pressure Ps : 10 bars up to DN125 and 6 bars from DN150 to DN200 

• ∆ P : 3 bars max 
 
 
 
RANGE : 
 
 
 

• With lever from DN 65 to DN 200 
 

 

 
ENDS : 
 

 
 

• Between flanges PN10/16 up to DN150, PN10 for DN200 
 

 

 

TORQUE VALUES  ( in Nm without safety coefficient ) : 
 

 
 

DN 65 80 100 125 150 200 

Torque ( Nm ) 15 25 42 52 51 102 

 

 

BOLT TIGHTENING TABLE ( in Nm) : 
 
 

 
 
 
 
 
 
 

 
 

 

 

 

DN 65 80 100 125 150 200 

Screw M16 M16 M16 M16 M20 M20 

Torque ( Nm ) 15-41 15-41 15-41 15-41 46-70 46-70 
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HEAD LOSS GRAPH  : 
 
 

 

 
 

 

 
 

 

 

 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 
 

 

 
 

 

 
 

 

 
Example : 
 
For a DN125 valve with a 50% opening and a flow of 10 m3/h, there will be 0.01 bar of pressure loss. 
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MATERIALS : 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

Item Designation Materials 

1 Lever ABS 

2 Screw Steel 

3 Ring PVC-U 

4 O ring EPDM 

5 Gasket EPDM 

6 Seat EPDM 

7 Bearing PTFE 

8 Disc PVC-U 

9 Body PVC-U 
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SIZE ( in mm ) : 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 
 

 

 
 

 

 
 

 

DN 65 80 100 125 150 200 

Pïpe external,Ø 75 90 110 140 160 225 

Ø De 130 144 164 194 220 290 

E 50 50 51 64 64 72 

E1 52.5 52.5 53 66.5 67 74.5 

Ø G 145 160 180 210 240 295 

H 239.5 254.5 296 323 345 407.7 

H1 65 72 94.5 123 123 145 

H2 126.5 134.5 153.5 152 174 215 

L 209.5 209.5 209.5 209.5 299 299 

X 103 103 103 103 103 103 

Weight (Kg) 1.3 1.47 1.81 2.22 3.38 5.75 

Ref. 1100065 1100080 1100100 1100125 1100150 1100200 
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ISO MOUNTING PAD AND STEM SIZE ( in mm ) : 
 

 
 

 

DN 65 – 125       DN 150 - 200 
 
 

 

 

 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 

 

DN 65 80 100 125 150 200 

Pïpe external,Ø 75 90 110 140 160 225 

H4 30 32 32 32 34 33 

C 12 12 12 12 20 25 

C1 - - - - 22.9 28.7 

Ø K 70 70 70 70 70 70 

ISO F07 F07 F07 F07 F07 F07 

N x Ø Z 4 x 8 4 x 8 4 x 8 4 x 8 4 x 8 4 x 8 
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STANDARDS : 
 
 

• Manufacturer certified ISO 9001:2015 
 

• DIRECTIVE 2014/68/EU :  Products excluded from directive ( Article 1, § 2b ) 
 

• Between flanges according to EN 1092-1 PN10/16 
 

• ISO 5211 mounting pad 
 

• Installation with flanges according to ISO 2536 ANSI 
 

• Tests according to ISO 9393-2 
 

 

 
 

 

 
 

 

 
 

 

 

 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 

 

 

 
 

 

 
 

 

 
 

 
 

 

 


