B Accessories & spare parts for Ceme solenoid valves

Electronic timer
Under tension timing control: 0,5-10 sec - Frequency control: 0,5-45 mn - Installation between coil & T30 connector - Not suitable for ESM 85
or NAMUR solenoid valves - Tensions: 24V to 230V AC/DC.

type pc(>v\(\ll)er solenoid valves code
TU 12 ESM, EST, ESV - VSO up to 1" 980692
T60 60 VSO 1'1/4to2" 980693

Spare coils & connectors for CEME solenoid valves Spare connectors

230V50Hz 24V 50Hz 48V 50Hz 110V50Hz 12VDC  24VDC 230V 60Hz 24V 60Hz
type solenoid valve code code code code code code code  code type code
1' B4 ESM 85 - EV 791 980300 980301 - - - 980302 - = T22 980232
. B6 ESM86-EV66-EVB82 980310 980311 980313 980314 980315 980316 980320 980321 T30 980696
B6S ESM 87 980330 980331 980333 980334 980335 980336 - = T30 980696
VSO 84 (3/8" to 1") ESV 90 -
. B12 EST 93 - ECM 93 - 83-20 980410 980411 980413 980414 980415 980416 980420 980421 T30 980696
. B60 VSO 84 (1"1/4t0o2") 980510 980511 980513 980514 980515 980516 > = T30 980696
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KER - Reinforced tightness set
@ o type  solenoid valves code
B6  ESM 86, EV 66, EVB 82 980690
O B12 VSO 84 3/8"-1" - EST 93 - ESV 90 - 83-20 980691
Spare membranes for ESM 86 & ESM 87 Spare spring
membrane  NBR/80°C EPDM/110°C  ACSEPDM/90°C  FKM/150°C
= | code
(mm) code code code code =
3/8" - 1/2" 34 980604 980614 980661 980624 S 980670
3/4" 50 980632 980642 980662 980652 980671
1" 60 980605 980615 980663 980625 980672
1"1/4 80 980634 980644 - 980654 980673
1"1/2 90 980606 980616 980626 980674
2" 112 980607 980617 980627
2"1/2 - 3" 149 980608 - -
Spare membranes for VSO 84 Spare spring
membrane NBR / 80°C EPDM /110°C  ACS EPDM/ 90°C FKM / 150°C g
< - (mm) code code code price€  code coce
3/8" - 1/2" 33 980600 980610 - 980620 980677
3/4" - 1" 60 980601 980611 980660 980621 980678
1"1/4 - 1"1/2 90 980602 980612 - 980622 980679
2"1/2 - 3" 110 980603 980613 980623 980679




