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MAIN CHARACTERISTICS 

The  pinch  valve  FLV  are mainly  conceived  for  applications 
such as the transport of pulverulent products, of aggregates, 
liquids in charge of, viscous or pasty. Of construction PVC or 
aluminium,  they  allow  a  complete  passage.  Several  type 
spinch  valves  are  available  (Natural  black  anti‐abrasion, 
natural black  long  lasting, natural black food, neoprene and 
EPDM). Under  the  effect  of  the  compressed  air,  the pinch 
valve deforms and comes to block the passage of the valve. 

 
AVAILABLE MODELS 

FLV‐G (PVC) : G 3/4" to G 2" 
BSP Screwed end connections. 
FLV‐B (Aluminium) : DN 40 to D200.  
Connecting with flanges PN10 

 

LIMITS OF USE 
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Max allowed fluids pressure : PS  5 bar 

ΔP differential :  2 bar 

Pressure  Max of commande :  5 bar 

Max allowed fluid temperature : TS  ‐30°C / +60°C 
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REGULATIONS AND STANDARD OF CONSTRUCTION 

Item  Standard 

Pressure Equipment Directive 97/23 
3/4” to 2”: A3 § 3  

DN 40 to DN 200 : A3 § 3 

BSP Thread  ISO 228 

Flanges  EN 1092‐2 

Directive ATEX  EX II 2 GD (On request) 

 
 
DIMENSIONS (mm) AND WEIGHT (kg) 

 
 
FLV‐G : BSP Screwed end connections. 

 
DN  A (mm)  D E (mm)  H (mm) Weight (Kg)

G 3/4’’  138  1/4" G  20  60 0,28

G 1"  150  1/4" G  25  72 0,51

G 1"1/4  172  1/4" G  32  81 0,63

G 1"1/2  200  1/4" G  39  95 1,25

G 2"  224  1/4" G  49  113 1,77

 

 
 
 
FLV‐B : Flanges PN10 

 
DN  A (mm)  D E (mm)  H (mm) Weight (Kg)

40  156  1/4"G  38  150 2,95

50  167  1/4"G  47  165 3,90

65  184  1/4"G  61  185 5,50

80  226  1/4"G  76  200 6,70

100  282  1/4"G  96  220 9,55

125  350  1/4"G  123  250 14,50

150  420  3/8"G  144  285 21,65

200  560  3/8”G  193  340
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PINCH : 

 

Type 
M AA 

(Anti‐abrasion) 

M HP

(High durability) 

M NAT

(Food) 

M NEO 

(Neoprene) 

M EP

(EPDM) 

External 

rubber 
Natural black  Natural black  Natural black  Natural black  EPDM 

Internal 

rubber 
Natural black  Natural black 

Atoxic natural 

clear 

Neoprene atoxic 

clear 
EPDM 

TS  ‐30°C / +60°C  ‐30°C / +60°C ‐30°C / +80°C ‐30°C / +60°C  ‐30°C / +120°C

External 

rubber 

hardness 

45+/‐5 Sh.A  45+/‐5 Sh.A  45+/‐5 Sh.A  45+/‐5 Sh.A  55+/‐5 Sh.A 

Internal 

rubber 

hardness 

48+/‐5 Sh.A  55+/‐5 Sh.A  55+/‐5 Sh.A  53+/‐5 Sh.A  55+/‐5 Sh.A 

Use  Standard  Frequent  Food‐fluids 

Foods, drinks, oily 

and greasy 

products 

High temperature 

 
 
ACCESSOIRIES :  
‐ Groupe pilots with regulator FR500, solenoid valve EBB61 NO (230Vac, 24Vdc, 24Vcc) + fitting. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

‐ Fast escape. 

‐ Kit simple effect distantly of air. 

 


