1SO 9001 : 2015

BUREAU VERITAS
Certification

REF. 748

3 PIECES BALL VALVE WITH ISO MOUNTING PAD PN 63 PERFORMANCE RANGE BW

3 pieces stainless steel ball valve fully encapsulated bolts with full bore for Chemical industries, petrochemical industries,
hydraulic installation, heating, water distribution, compressed air.

Fugitive emission according to TA LUFT for an excellent tightness on the stem and to prevent external leakage.

PTFE filled with carbon packing, Viton® O ring gasket and PTFE filled with stainless steel seat.

Compatible with explosive atmosphere, ATEX Zone 1&21 and Zone 2&22 thanks to the antistatic device.

Handling with locking device, on request possible with handwheel or stem extension.

Thanks to the ISO 5211 plate, an actuator can be installed directly on the valve.
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Size :

Connection :

Min Temperature :
Max Temperature :
Max Pressure :
Specifications :

Materials :

DN8 to DN100

BW

-30°C

+220°C

63 Bars up to DN50, 40 Bars over
ISO 5211 direct mounting pad
PTFE filled with Stainless steel seat
Anti blow-out stem, full bore
Fugitive emission TA LUFT

ATEX

Stainless steel EN 1.4408
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3 PIECES BALL VALVE WITH ISO MOUNTING PAD PN 63 PERFORMANCE RANGE BW

SPECIFICATIONS :

. Full bore
e  Anti blow-out stem
. Special gland pack with elastic washer
e Antistatic device from DN8 to 32, double antistatic device (ball between body-stem and ball-stem) from DN40 to 100
e  PTFE filled with stainless steel seat
. Locking device
e  Blue handle cover possible
. 1ISO 5211 direct mounting pad
USE .
e  Chemical and pharmaceutical industries, petrochemical industries, hydraulic installation, compressed air
e  Steam : 18 bars maximum
e  Vacuum : 10-2 torr
e  Min and max Temperature Ts : -30°C to + 220°C
e  Max Pressure Ps : 63 bars up to DN50 and 40 bars over ( see graph )

PRESSURE / TEMPERATURE GRAPH :
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TORQUE VALUES (in Nm without safety coefficient) :

DN (mm) 8 ‘ 10 ‘ 15 20 ‘ 25 ‘ 32 40 50 ‘ 65 80

NPS (") 1/4" ‘ 3/8" ‘ 1/2" 3/4" ‘ 1" ‘ 1"1/4 1"1/2 2" ‘ 2"1/2 3"

Torque (Nm) 7.6 7.6 7.6 14.5 21 25 35 60 80 88 190




3 PIECES BALL VALVE WITH ISO MOUNTING PAD PN 63 PERFORMANCE RANGE BW

BOLT TIGHTENING TABLE (in Nm):.

Torque (Nm) 6.9 6.9 6.9 9.8 9.8 11.8 15.7 20.6 54.9 73.5 94.1

FLOW COEFFICIENT Kvs (M3/h):

8 ‘ 10 15 ‘ 20 ‘ 25 32 40 50 6!

J .

5
1/4" ‘ 3/8" 1/2" ‘ 3/4" ‘ 1" 1"1/4 1"1/2 2" 2"1/2 S 4

Kvs (m3/h) 17.2 21 31.3 57.9 94.3 157.9 | 2279 | 4148 | 720.2 1091 1754

RANGE :

. 3 pieces stainless steel body valve Performance range B.W. ends Ref. 748 from DN 8 to DN 100

. Blue handle cover Ref. 9830432-9830436 from DN 8 to DN 100

CONNECTION :

e  Butt welding ends
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REF. 748

3 PIECES BALL VALVE WITH ISO MOUNTING PAD PN 63 PERFORMANCE RANGE BW

MATERIALS :

(*:included in gaskets kit )

Iltem Designation WEACHETS

1 Body EN 1.4408

4 Ball ASTM A351 CF8M

5 Stem AISI 316

9 Ends EN 1.4408

12* Seat PTFE with 50% AISI 316
13* Thrust washer .

- PTFE with 25% carbon
14* Stem packing
15-1* Packing Follwer PTFE with 25% glass
15 Gland bush
- AISI 304

19 Handle

21 Handle cover Plastic

22 Stem nut

24 Handle nut AISI 304

28 Locking device

29 Elastic washer AISI 301

30 Tab washer AISI 304

31* O-ring Viton®

35 Body bolt

36 Bolt washer AISI 304

37 Bolt nut
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3 PIECES BALL VALVE WITH ISO MOUNTING PAD PN 63 PERFORMANCE RANGE BW

SIZE (inmm ) :
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- - Stem Size :
40 50 | 65 T
112 20| 2'12 " " l 1 ¢
@D 11 | 125 | 158 | 209 | 266 | 351 | 409 | 525 | 627 | 779 | 1023 |
o P 11 [ 125 [ 15 20 25 32 | 381 | 50 | 627 [ 779 | 100 :
L 635 | 635 | 635 | 725 | 81 | 945 | 108 | 1215 | 1575 | 190 | 225 C
B 225 [225 225 | 275 | 34 | 425 | 52 | 635 | 855 | 102 | 1285
E 112 | 112 [ 112 | 112 | 136 | 185 | 1979 | 1979 | 267 | 267 | 322
H 73 73 73 [ 808 | 905 | 987 [ 1153 | 124 [ 155 | 1645 | 2167
H1 85 8.5 8.5 85 9.5 9.5 14 | 137 | 18 18 18
H4 37 37 37 45 | 535 | 59 | 748 | 835 | 1088 | 1183 | 1538
c 9 9 9 9 9 9 14 14 17 17 17
T 31 31 31 35 41 49 59 71 91 107 | 195
@ BW 137 | 171 [ 213 | 267 | 334 | 422 | 483 | 603 | 73 | 889 | 1143
Weight (nKg) | 055 | 058 | 057 | 071 1 156 | 25 36 76 | 1098 | 21
Ref. 748008 | 748010 | 748015 | 748020 | 748025 | 748032 | 748040 | 748050 | 748065 | 748080 | 748100
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3 PIECES BALL VALVE WITH ISO MOUNTING PAD PN 63 PERFORMANCE RANGE BW

ISO MOUNTING PAD AND STEM SIZE (inmm ) :

H1 8.5 8.5 8.5 8.5 9.5 9.5 14 13.7 18 18 18
g K 50 50 50 50 50 50 70 70 102 102 102
ISO FO5 FO5 FO5 FO5 FO5 FO5 FO7 FO7 F10 F10 F10
Nx @2 4x7 4x7 4x7 4x7 4x7 4x7 4x9 4x9 4x11 4x11 4x11
g K1 36 36 36 36 36 36 50 50 70 70 70
1ISO1 FO3 FO3 FO3 FO3 FO3 FO3 FO5 FO5 FO7 FO7 FO7
Nx @271 4x6 4x6 4x6 4x6 4x6 4x6 4x7 4x7 4x9 4x9 4x9
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3 PIECES BALL VALVE WITH ISO MOUNTING PAD PN 63 PERFORMANCE RANGE BW

STANDARDS

e Manufacturer certified ISO 9001 : 2015

e DIRECTIVE 2014/68/EU : CE N° 0038 or 0343
Risk category Il Module H

e Certificate 3.1 on request

e Construction according EN 12516

e Designing according to ASME B16.34

e Pressure tests according to EN 12266-1, rate A

e B.W. ends according to ASME B36.10 Schedule 40
e SO 5211 mounting pad

e ATEX Group Il Category 2 G/2D Zone 1 & 21 Zone 2 &22 ( optional marking ) according directive
2014/34/EU

e Tightness on stem according to TA LUFT VDI 2440/3.3.1.3



