RESILIENT SEAT GATE VALVE TYPE 180 WITH AUMA ACTUATOR

VALVE FEATURES

The resilient seat gate valve type 180 is dedicated to the
shut off of clear water and sewage water pipes. The
motorization with the AUMA actuator allows the
automation and the remote control of water networks.
The sturdiness of the assembly valve+SA actuator permits
the installation of the valve outside.

AVAILABLE MODELS

180 : EPDM wedge F4 face to face length + clockwise closing
182 : NBR wedge face to face length + clockwise closing.

184 : EPDM wedge F5 face to face length + clockwise closing.
DN 40 to DN 150 flanged connection PN10/16.

DN 200 to DN 300 flanged connection PN16.

DN 200 to DN 300 flanged connection PN10.

Power supply : 3-phase 400V AC current.

LIMITS OF USE
Fluid’s pressure PS : 16 bar
Fluid’s temperature TS : 180 and 184 : -10°C / +110°C
182 :-10°C/ +70°C
Fluid : Use forbbiden on group 1 dangereous
gas following P.E.D. CE 97/23
Ambient temperature : -10°C / +80°C
Protection rating : IP 68
Duty factor : S2 —15 min
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RESILIENT SEAT GATE VALVE TYPE 180 WITH AUMA ACTUATOR

REGULATIONS AND STANDARDS OF CONSTRUCTION

Standard Standard
P.E.D CE 97/23 A3§3 Final testing EN 12266 and EN 1074
Face to Face dimension DIN 3202 Drinkable water WRAS n°0812501
Flanges dimensions EN 1092-2
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n° | Item Material 180-184 Material 182 N° | Item Material
1 | Body Nodular cast iron EN GJS-500-7 10 | Nut Brass CuZn93Pb2
2 | Wedge Castiron + EPDM | Castiron+NBR | 11 | Handwheel Nodular cast iron
3 | Stem nut Brass CuZn93Pb2 12 | Screw Steel 37-2
4 | Cover O-ring NBR 13 | Protection NBR
5 | Cover screw Carbon steel C35 14 | Stem O-ring NBR
6 |Stem Stainless steel 420 15 | Stem O-ring NBR
7 | Cover Nodular cast iron EN GJS-500-7 16 |Ring Nylon 66
8 |Ring Brass CuZn93Pb2 17 | Stem O-ring NBR
9 | Stem O-ring NBR
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RESILIENT SEAT GATE VALVE TYPE 180 WITH AUMA ACTUATOR

DIMENSIONS (mm)

L
DN 40 50 65 80 100 125 150 200 250 300
L 180-182 140 150 170 180 190 200 210 230 250 270
L184 240 250 270 280 300 325 350 400 450 500
H 190 215 235 265 315 350 385 485 600 680
oV 200 200 200 254 254 315 315 315 406 406
Weight (kg) 7,4 8,8 12,1 13,3 19,6 23,1 32,1 54 79,4 107
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RESILIENT SEAT GATE VALVE TYPE 180 WITH AUMA ACTUATOR

MOTORISATION WITH AUMA ACTUATOR

The AUMA actuators are sized for following operating conditions:

- aluminium body actuator with IP68 protection rating,

- max pressure differential upstream / downstream AP=10 bar.

The mounting bracket and the coupling of the actuator are made in stainless steel.

DN Actuator Power | Current | Heating R. Wire Speed Operating | Standard features of the
(w) (A)* (w) connection time (s)* actuator
40 18
50 20
M20x1,5 2 adjustable limit switches
65 SA07.6 370 4,6 5-20 M25x1,5 45 rpm 25 +2 i d itch
M32x1.5 auxiliary dry switches.
80 29 2 torque limiters.
Anti-condensation
100 29
heating system
125 33 Position indicator
M20x1,5 | e though
150 |  SA10.2 750 8,5 5-20 M25x1,5 | 45 rpm 40 Manual override thought
M32x1,5 declutchable handwheel.
200 46
250 M20x1,5 56
SA14.2 1500 16 5-20 M25x1,5 45 rpm
300 M32x1,5 67

For any other operating condition, please consult.
* starting current

ALLOWED POSITION OF THE ACTUATED VALVE ON THE PIPE

OPTIONS FOR ACTUATOR
n° Option
3 4-20 mA recopy potentiometer

4

Local control unit
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DN S0 65 80 100 125 150 200 250 300
AUMA SA07.6 SA07.6 SA07.6 SA07.6 SA10.2 SA10.2 SA10.2 SAl4.2 SAl4.2

A 150 170 180 190 200 210 230 250 270

B 513 544 578 607 646 685 784 919 1000

c 249 249 249 249 254 254 254 336 336

D 514 S14 S14 S14 537 537 537 725 725

E 238 238 238 238 248 248 248 286 286

KG 329 36.3 383 45 541 64.6 o11 1385 168.5




	/
	VALVE FEATURES
	AVAILABLE MODELS
	REGULATIONS AND STANDARDS OF CONSTRUCTION
	MOTORISATION WITH AUMA ACTUATOR
	OPTIONS FOR ACTUATOR

	Material 182
	Material 180-184



