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APPLICATION 
Recommended for operation of LD ball valve 
where big efforts for opening/closing are required 
as well as to prevent hydraulic shock in the pipeline

LD BALL VALVE 
WITH MANUAL GEAR

FLANGE/FLANGE

WELD/WELD

Pressure-
Temperature 
Diagram

Shut off ball valve 
with manual gear

EN (DIN) connections and measurements on request



Steel ball valves 
for oil & gas, chemical industry, 
district heating and cooling

15

DN PN СODE Gear type
Gear weight,

kg

Measurements, mm Wheel, 
diameterA B C D

50 40 *509402 Х-41 1,6 215 177 146 56 160
65 16 *659162 Х-41 1,6 222 177 146 56 160
65 25 *659252 Х-41 1,6 222 177 146 56 160
80 16 *809162 Х-41 1,6 240 183 146 56 160
80 25 *809252 Х-41 1,6 240 183 146 56 160
100 16 *1009162 Х-41 1,6 250 183 146 60 160
100 25 *1009252 Х-41 1,6 250 183 146 60 160
125 16 *1259162 X-61 2,7 296 206 213 60 200
125 25 *1259252 X-61 2,7 296 206 213 60 200
150 16 *1509162 Х-61 2,7 313 203 213 60 200
150 25 *1509252 Х-61 2,7 313 203 213 60 200
200 16 *2009162 Q-800 S 7,7 340 204 261 67,5 200
200 25 *2009252 Q-800 S 7,7 340 204 261 67,5 200
250 16 *2509162 Q-1500 S 13,5 433 257 258 78 300
250 25 *2509252 Q-1500 S 13,5 433 257 258 78 300
300 16 *3009162 Q-4000 S 31,5 634 421 399 141 500
300 25 *3009252 Q-4000 S 31,5 634 421 399 141 500
350 16 *3509162 Q-6500 S 37,5 688 423 431 141 500
350 25 *3509252 Q-6500 S 37,5 688 423 431 141 500
400 16 *4009162 Q-6500 S 37,5 688 423 431 141 500
400 25 *4009252 Q-6500 S 37,5 688 423 431 141 500
500 16 *5009162 Q-24000 S 192 871 556 580 255 700
500 25 *5009252 Q-24000 S 192 871 556 580 255 700
600 25 *6009252 Q-24000S         192  871        556    580      255               700
700 25 *7009252 Q-24000S   192 871   556 580   255   700

* indicates connection type: 1 flange, 2 welding end, 3 thread, 4 drain or combined

TECHNICAL DATA FOR REDUCED BORE 

LD reserves the right to apply gears of any manufacturer if it doesn’t deteriorates technical characteristics

DN PN СODE Gear type
Gear weight,

kg

Measurements, mm Wheel, 
diameterA B C D

50 40 *50402 Х-41 1,6 215 177 146 56 160
65 16 *65162 Х-41 1,6 222 177 146 56 160
65 25 *65252 Х-41 1,6 222 177 146 56 160
80 16 *80162 Х-41 1,6 240 183 146 56 160
80 25 *80252 Х-41 1,6 240 183 146 56 160
100 16 *100162 Х-41 1,6 250 183 146 60 160
100 25 *100252 X-61 1,6 250 183 146 60 160
125 16 *125162 X-61 2,7 296 206 213 60 200
125 25 *125252 Х-61 2,7 296 206 213 60 200
150 16 *150162 Х-61 2,7 313 203 213 60 200
150 25 *150252 Q-800 S 2,7 313 203 213 60 200
200 16 *200162 Q-800 S 7,7 340 204 261 67,5 200
200 25 *200252 Q-1500 S 7,7 340 204 261 67,5 200
250 16 *250162 Q-1500 S 13,5 433 257 258 78 300
250 25 *250252 Q-1500 S 13,5 433 257 258 78 300
300 16 *300162 Q-6500 S 31,5 634 421 399 141 500
300 25 *300252 Q-6500 S 31,5 634 421 399 141 500
400 16 *400162 Q-24000 S 37,5 688 423 431 141 500
400 25 *400252 Q-24000 S 37,5 688 423 431 141 500
500 16 *500162 Q-24000S 192 871 556 580 255 700
500 25 *500252 Q-24000S 192 871 556 580 255 700
600 25 *600252 Q-24000S 192  871        556    580      255               700

* indicates connection type: 1 flange, 2 welding end, 3 thread, 4 drain or combined

TECHNICAL DATA FOR FULL BORE 


