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DN pN СODE S d* d D G h h i l Weight,	kg

15 40 3159402 27 - 10 38  1/2 23 98 159 135 0,8

20 40 3209402 32 - 15 42  3/4 21 98 159 135 0,8

25 40 3259402 41 - 18 48 1 21 101 159 135 1,2

32 40 3329402 - 48 24 57 1 1/4 23 106 159 135 1,5

40 40 3409402 - 55 30 60 1 1/2 39 108 217 155 1,9

50 40 3509402 - 68 40 76 2 43 116 217 170 2,9

65 25 3659252 - 84 49 89 2 1/2 39 121 217 190 4

80 25 3809252 - 98 63 114 3 61 155 314,5 200 5,8

100 25 31009252  - 133 75 133 4 61 165 314,5 240 11,7

MaTErial	SpECifiCaTiON	(climate	class	N)

body:	carbon steel 20 (EN 1.1151)
Stem:	stainless steel (AISI 420)
ball:	stainless steel
DN 15-32: AISI 420 
DN 40-65: AISI 304
DN 80-100: AISI 409
Stem	sealing:	FVMQ
Stem	sealing/washer:	PTFE
Thread:	straight pipe thread 
 

OpEraTiON 

DN	15-100: lever – painted carbon steel with polymer end
Gearbox in horizontal arrangement on default

Service Life 25 yearS 
or 10 000 cycles

BALL VALVE	rEDuCED	bOrE

THREAD/THREAD

Pressure-
Temperature 
Diagram

TEChNiCal	DaTa



Steel ball valves 
for oil & gas, chemical industry, 
district heating and cooling
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DN pN СODE S d* d D G h h i l Weight,	kg

15 40 315402 27 - 15 42  1/2 23 98 159 135 0,8

20 40 320402 41 - 18 48  3/4 21 98 159 135 1,2

25 40 325402 41 - 24 57 1 21 101 159 135 1,5

32 40 332402 - 55 30 60 1 1/4 23 106 217 155 1,9

40 40 340402 - 68 40 76 1 1/2 39 108 217 170 2,9

50 40 350402 - 81 49 89 2 43 116 217 190 4

65 25 365252 - 99 64 114 2 1/2 39 121 314,5 200 5,8

80 25 380252 - 133 75 133 3 61 155 314,5 240 11,5

MaTErial	SpECifiCaTiON	(climate	class	N)

body:	carbon steel 20 (EN 1.1151)
Stem:	stainless steel (AISI 420)
ball:	stainless steel
DN 15-32: AISI 420 
DN 40-65: AISI 304
DN 80-100: AISI 409
Stem	sealing:	
FVMQ
Stem	sealing/washer:	
PTFE
Thread:	straight pipe thread 

OpEraTiON 

DN	15-80:	lever – painted carbon steel with polymer end
Gearbox in horizontal arrangement on default

BALL VALVE	full	bOrE

THREAD/THREAD

Pressure-
Temperature 
Diagram

TEChNiCal	DaTa


