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DN pN СODE d d* s D h l

50 40 2509402 40 57 3,5 76 on request 1500

65 25 2659252 49 76 4 89 on request 1500

80 25 2809252 63 89 4 114 on request 1500

100 25 21009252 75 108 5 133 on request 1500

125 25 21259252 100 133 6 180 on request 1500

150 25 21509252 125 159 6 219 on request 1500

200 25 22009252 148 219 8 273 on request 1500

250 25 22509252 200 273 8 351 on request 1500

300* 25 23009252 240 325 8 426 on request 730

350* 25 23509252 300 377 10 530 on request 730

400* 25 24009252 300 426 10 530 on request 860

500* 25 25009252 390 530 10 630 on request 970

600* 25 26009252 500 630 10 820 on request 1143

700* 25 27009252 600 720 10 1020 on request 1346

*To be supplied with a gearbox on default. 
H indicates spindle height.

EN (DIN) connections and measurements on request.

BALL VALVE rEDuCED	bOrE
(with extended spindle for underground installation) 

MaTErial	SpECifiCaTiON	(climate	class	N)

body:	carbon steel 20 (EN 1.1151)
Stem:	stainless steel (AISI 420)
ball:	stainless steel
DN 50-65: AISI 304
DN 80-700: AISI 409
Stem	sealing:	FVMQ
Stem	sealing/washer:	PTFE
ball	sealing:	PTFE+C with additional sealing made of FVMQ

OpEraTiON

• Allen key
• Manual gear
• Electric actuator
• Pneumatic actuator

Gearbox in horizontal arrangement on default
Gearbox in vertical arrangement on request

Pressure-
Temperature 
Diagram

WELD/WELD

TEChNiCal	DaTa

european quaLity 
for the best price

for allen key

for manual gear



Steel ball valves 
for oil & gas, chemical industry, 
district heating and cooling
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BALL VALVE	full	bOrE

for allen key

for manual gear

DN pN СODE d d* s D h l

50 40 250402 49 57 3,5 89 on request 1500

65 25 265252 63 76 4 114 on request 1500

80 25 280252 75 89 4 133 on request 1500

100 25 2100252 100 108 5 180 on request 1500

125 25 2125252 125 133 6 219 on request 1500

150 25 2150252 148 159 6 273 on request 1500

200 25 2200252 200 219 8 351 on request 1500

250* 25 2250252 240 273 8 426 on request 730

300* 25 2300252 300 325 8 530 on request 730

400* 25 2400252 390 426 10 630 on request 970

500* 25 2500252 500 530 10 820 on request 991

600* 25 2600252 600 630 10 1020 on request 1143

MaTErial	SpECifiCaTiON	(climate	class	N)

body:	carbon steel 20 (EN 1.1151)
Stem:	stainless steel (AISI 420)
ball:	stainless steel
DN 50-65: AISI 304; DN 80-600: AISI 409
Stem	sealing:	FVMQ
Stem	sealing/washer:	PTFE+C
ball	sealing:	PTFE+C with additional sealing made of FVMQ

OpEraTiON

• Allen key
• Manual gear
• Electric actuator
• Pneumatic actuator

Gearbox in horizontal arrangement on default
Gearbox in vertical arrangement on request

*To be supplied with a gearbox on default. 
H indicates spindle height.
EN (DIN) connections and measurements on request.

Pressure-
Temperature 
Diagram

WELD/WELD

(with extended spindle for underground installation) 

TEChNiCal	DaTa


