TCR-NH HIGH-SPEED ELECTRICAL ACTUATOR

FEATURES

The TCR-NH electric actuators are intended for motorising % turn valves with a torque of 15, 50 or 80 Nm. High-speed
function: 6-second manoeuvre time. With a compact construction and plastic housing, they are especially well suited for
motorising small size ball valves. IP67 leak-tightness: to be used indoors and, possibly, outdoors under a shelter. Possible
installation in parallel. Manual control with a key.

AVAILABLE MODELS

Supply voltages: 230V AC, 24V AC/DC.

LIMITS OF USE
IP Code IP 67
Ambient temperature -20°C/ +60°C
Service factor S4-50%

MECHANICAL FEATURES

Gear box treated steel pinions

Torques 15-50-80 Nm

Angle of rotation 90° +/-2°

Declutching without IP ISO c €

Override control By key 67 2001

Actuator TCR 02NH TCR O5NH TCR 11NH
Torques (Nm) 15 50 80

Voltage 24V AC - DC 95-265V AC-DC 24VAC-DC | 95-265VAC-DC | 24VAC-DC | 95-265V AC-DC
Manoeuvring time (s) 6 6 5 5 5 5

1SO 5211:

FO3/F04/FO05 - star 11

FO5/F07 - star 14

FO5/F07 - star 17

ELECTRICAL FEATURES
Actuator TCR 02NH TCR O5NH TCR 11NH
Motor protection Thermal switch
Limit switches 2 adjustable switches
Auxiliary switches 2 adjustable dry switches
Anti-condensation integrated
Electrical connection PE M10 + 1.5m cable PE M20 + 1.5m cable 2 x PE M14
Actuator TCR 02NH TCR 05NH TCR 11NH
Voltage 24V AC-DC 95-265V AC-DC 24VAC-DC | 95-265VAC-DC | 24VAC-DC | 95-265V AC-DC
Power (W) 100 25 40 40 100 100
Current (A) 1,5 0,12 1,8 1,8 5 0,52
Fuse protection (A) 5 1 10 10 10 2
Information given as an indication only, and subject to possible modifications
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TCR-NH HIGH-SPEED ELECTRICAL ACTUATOR

CONSTRUCTION (TCR-02NH)

TCR-02NH
No. Name Material No. Name Material
1 |Casing+lid Plastic (ABS) 6 | Rating plate PVC
2 | Position indicator Polycarbonate plastic 7 | Key support Plastic (ABS)
3 |Screwx4 Aisi 304 8 |Hexkey Steel
4 | Backup control stem Aisi 304 9 | Packing gland Nylon
5 | Gasket NBR 10 | Cover gasket NBR
Weight (kg): 0.620
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TCR-NH HIGH-SPEED ELECTRICAL ACTUATOR

CONSTRUCTION (TCR-05NH)

TCR-O5NH
No. Name Material No. Name Material
1 |Casing+lid Plastic (ABS) 6 | Rating plate PVC
2 | Position indicator Polycarbonate plastic 7 | Key support Plastic (ABS)
3 |Screwx6 Aisi 304 8 |Hexkey Steel
4 | Backup control stem Aisi 304 9 | Packing gland Nylon
5 | Gasket NBR 10 | Cover gasket NBR

Weight (kg): 1.800

DIMENSIONS (mm)

Information given as an indication only, and subject to possible modifications
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TCR-NH HIGH-SPEED ELECTRICAL ACTUATOR

CONSTRUCTION (TCR-11NH)

TCR-11NH
No. Name Material No. Name Material
1 | Casing +lid Plastic (ABS) 6 | Rating plate PVC
2 | Position indicator Polycarbonate plastic 7 | Key support Plastic (ABS)
3 |Screwx6 Aisi 304 8 |Hexkey Steel
4 | Backup control stem Aisi 304 9 | X 2Packing gland Nylon
5 | Gasket NBR 10 | Cover gasket NBR
Weight (kg): 2.200 11 | Cable gland unit Plastic (ABS)
DIMENSIONS (mm)
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TCR-NH HIGH-SPEED ELECTRICAL ACTUATOR

WIRING DIAGRAM

BU | Neutral (Blue)

RD | Closing control (Red)

Dry switch: 230V AC max 50 mA
230V DC max 500 mA
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BK | Opening control (Black) RDI O OFF
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WT Information return to common (White) BK o ON Fuse
Dry switch: 230V AC max 50 mA 5::
230V DC max 500 mA WT (O Feedback_Com
Gy Opening return information (Grey) ’:'III
Dry switch: 230V AC max 50 mA GY O Feedback_Open
230V DC max 500 mA
- - - BRI {0 Feedback_Close
BR Closing return information (Brown) :E:
YIG]

Y/G | Earth (Yellow / Green)

Black —» BK
Red —= RD
Blue —> BU
Grey —» GY
White —» WT
Brown —> BR
Yellow/Green —> Y/G

SWITCH SETTING

Position indicator
Position indicator support b

Limit switches

Cam 1 attachment screws

Closing Cam 1

Openning cam 2

Cam 2 attachment screws

GENERAL VIEW

Positioning hole
Contact lobe

Return lobe Attachment hole

for M3 hexscrew

CAM DETAIL

Information given as an indication only, and subject to possible modifications

Cam 1 attachment screws

Closing Cam 1

CLOSING CAM ADJUSTMENT

Cam 2 attachment screws

Openning cam 2

OPENING CAM ADJUSTMENT
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TCR-NH HIGH-SPEED ELECTRICAL ACTUATOR

TROUBLESHOOTING

Defect met

Cause of defect

Method of solving

Inactive actuator

Non-connected electrical grid.

Connect to the electrical grid.

Wrong voltage.

Check the actuator’s voltage.

Motor overheating.

Check the torque on the valve.

Faulty connection.

Check the connection to the terminal box.

Damaged start capacitor.

Contact the supplier for repair.

No switch signal

Faulty connection.

Check the connections.

Damaged microswitch

Change the microswitch

Valve that is not fully closed

Use the return signal from the actuator
check.

Receiving a return signal does not mean
that the actuator is fully closed, hence do
not cut the power supply.

The hysteresis increases due to wear or
between the actuator and the valve’s
stem.

Readjust the limit cams.
Contact the supplier for repair.

Presence of humidity or water
in the actuator

Unsuitable cable cross-section being
used.

The cable connection is not leak-tight.

Worn sealing gaskets.

Contact the supplier for repair.

Loose cover screws.

Dry the internal parts and tighten the
COVer screws.

Information given as an indication only, and subject to possible modifications
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